Streaming Radio menggunakan winamp: 



• Software 

1. Winamp -> Silahkan download di sini = http://goo.gl/s2ijaO 

2. Shoutcast Plugin DSP v2.3.3 -> Silahkan download di sini = http://goo.gl/helkwQ 
Shoutcast Plugin DSP vl.9.0 -> Silahkan download di sini = http://goo.gl/TWwmAI 

Install ke 2 software di atas di PC atau laptop anda (winamp dan Plugin DSP) 

• Setting winamp 

1. Jalankan winamp 

2. Jika winamp anda telah muncul, klik Options pada tab bagian atas winamp -> Preferences 



File Play | Options View Help 



Skins 

Visualization 
Equalizer 



File Playlist Sort Help 
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Ctrl+T toggles 


Time remaining 


Ctrl+T toggles 


Always On Top 


Ctrl ♦ A 


Winamp Modem 




Color Themes 


► 


f v " r~ v— - 


II 



L 




Atau klik kanan pada bagian winamp, kemudian pilih option -> Prefrences 



File Play Options View Help 




File Playlist Sort Help 
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3. Pada popup yang muncul, pilih DSP/Effect pada Plug-ins kemudian klik "Nullsoft SHOUTcast 
Source DSP v2.3.3 [dsp_sc_dll]" atau "Nullsoft SHOUTcast Source DSP 1 .9.0 
[dsp_sc_dll]" 



File Play Options View Help 
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File Playlist Sort Help 
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Winamp Preferences 







■■■■ Localization 






■■■■ Global Hotkeys 




E\ - Jump To File 






!■■■■ ML Options 






; - Extras 




Media Library 






■■■■ Local Library 






■■■■ Online Services 






■■■■ Podcast Directory 






■■■■ History 






■■■■ CD Ripping 




Skins 






■■■■ Classic Skins 






■■■■ Modern Skins 




Plug-ins 






-■ Input 






■■■■ Output 






■■■■ Visualization 






■■■■ General Purpose 






■■■■ Media Library 






■■■■ Portables 




Error Feedback 


V 




Close 



DSP/Effect plug-in 

The plug -in selected below will be active,, and will usually modify the sound being 
played. Select [none) if you do not wish to use a DSP/Effect plug -in. 



[none) 

Nullsoft SHOUTcast Source DSP v2.3.3 
Nullsoft Signal Processing Studio DSP v0.39b 



Plug -in module : Nullsoft SHOUTcast Source 



Configure active plug -in 



Uninstall plug -in 



dsp_sc.dll 
dsp_sps.dll 




4. Setelah klik shoutcast dsp yang ada, akan muncul popup Nullshoft SHOUTcast Source 



#UntukDSP V2.3.3 
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1 1 soft SHOUTcast Source 
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Winamp Preferen 

DSP/Effect plug -in 

The plug -in selected below will be a 
played, Select [none) if you do not 



[none) 

Nullsoft SHOUTcast Source DSP v 
Nullsoft Signal Processing Studio 



Plug -in module : Nullsoft SHOUTc 



Summary j Output | Input About 
Output 

Status 

Not Connected 
Q Auto Connect 



Login | Directory | Encoder | Titles | Artwork | Logs 



Output Configuration 
Server Address Port 



[■adio 1 . ash -shorowaky . 8300 



Stream ID 

i r~i 



DJ / User ID 



Password 



0 Automatic reconnection on connection failure 

Reconnection timeout | 1 | seconds 

[V] Use SHOUTcast v 1 mode [for legacy servers) 



When the DJ password is formatted as 
<d j log in > :<d j pa s sword > e.g . d j_l : n oise 

Enter <djlogin> in 'DJ / User ID" e.g. dj_l 
Enter <djpassword> in 'Password' e.g. noise 



Pilih Tab Output pada bagian atas untuk konfigurasi server radio anda 



Menu LOGIN 




ullsoft SHOUTcast Source 
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Summary Output |j n put About 
Output 

Status 

Not Connected 
| | Auto Connect 




Login | Directory | Encoder | Tities | Artwork | Logs 



Output Configuration 
Server Address 



!"adio 1 . ash -shorowaky . 



Stream ID 

1 



□J / User ID 



Password 



[^1 Automatic reconnection on connection failure 
Reconnection timeout | 1 | seconds 
[^1 Use SHOUTcast v 1 mode [for legacy servers) 



When the DJ password is formatted as 
<djlogin>:<djpa55word> e.g. dj_l: noise 

Enter <djlogin> in 'DJ / User ID' e.g.dj_l 




Server address: isi alamat ip atau url radio anda 
Contoh alamat IP: 78.128.120.78 

Contoh alamat url : salafysorowako.onlivestreaming.net 



^ Port: isi alamat port server radio anda 
Contoh : 9898 atau 12345 



Dj/user ID : dikosongkan 

Password : Password broadcast radio streaming anda 



Jangan Lupa centang Use SHOUTcast . 
DIRECTORY 




ullsoft SHOUTcast Source — 



Summary [ Output | Input | About | 
Output 



Status 

Not Connected 



I | Auto Connect 




Login | Directory [Encoder | Tities | Artwork | Logs 
Directory Configuration 

1^1 Make this stream public (Recommended) 
Name 



Radio Salaff/ Sorowako Saluran 1 


URL 


Genre 


http : //ash -shorowaky . m 


Misc 


□s 


AIM 


[CQ 


[RC 


N/A 


0 


N/A 



Making the stream 'public' will instruct the 
server to list the stream in the SHOUTcast 
Radio Directory- Uncheck this if this is not 
wanted e.g . for a internal com pan v stream. 




Name : Contoh Radio Salafy Sorowako 
Url : contoh ->http://salafysorowako.com 
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ENCODER 




llsoft SHOUTcast Source - 

Summary Output input | About | 

Output 

Status 

Output 2 Not Connected 

Output 3 
Output 4 
Output 5 



I | Auto Connect 



Loyi | Dfrectory | Encoder Titles | Artwork | Logs 



Encoder Configuration 
Encoder Type 



MP 3 Encoder 




None | 


MP 3 Encoder 


ALTTS-AAC Encoder 


■ 


Save Encoded Output 





I I Save a copy of the encoded stream audio 
Note: Extension is updated on encoder change 




Encoder Type: 

Mp3 Encoder / ADTS-AAC Encoder 

-> Mp3 Encoder, (pilih mp3) 
AAC Encoder, 
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Encoder Setting 



File Play Options View Help 
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( PRESETS ) 



, EQUALIZER 



EI 



a; 



OPTIONS 



1 3kbps r 220 50Hz r Mono 
uafaps, 22050Hz. Mono 

132kbps r 22050Hz, Mono 
40kbps r 220 50Hz r Mono 
-4Skbps r 220 50Hz r Mono 
4Skbps r 44100Hz r Mono 
56kbps r 220 50Hz r Mono 
56kbps r 4410QHz r Mono 
64kbps r 44100Hz, Mono 
80kbps r 44100Hz r Mono 
= 96kbps, 44 100Hz r Mono 
112kbps r 44100Hz r Mono 
123kbps r 44100Hz r Mono 
40kbps r 220 50Hz r Stereo 
0,4Skbps r 220 50Hz r Stereo 
C 56kbps , 220 50Hz r Stereo 
C 64kbps r 220 50Hz r Stereo 
C 30kbps , 220 50Hz r Stereo 
>-| 56kbps, 44100Hz; Stereo 
64kbps r 44 100Hz r Stereo 
30kbps r 44 100Hz r Stereo 
96kbps r 44 100Hz r Stereo 
112kbps r 44 100Hz r Stereo 
1 23kbps r 44 100Hz r Stereo 
160kbps r 44 100Hz r Stereo 
19 2kbps r 44 100Hz r Stereo 
224kbps r 44 100Hz r Stereo 
256kbps r 44 100Hz r Stereo 
3 20kbps r 44 100Hz r Stereo 



Lc 



24kbps, 22050Hz, Mono 



Pilih 24kbps, jika signal kurang bagus..bisa memilih 



16kbps. 



Jika anda memilih Encoder Type AAC 

P| Sf Nullsoft SHOUTcast Source 
| Summary] Output | input | About] 
Output 




File Play Options 





Output 2 
Output 3 
Output 4 
Output 5 



Status 

Not Connected 



□ Auto Connect 




Login Directory Encoder Tides Artwork Logs 

Encoder Configuration 
Encoder Type 

ADTS-AAC Encoder v] 



Current bitrate: 48 kbps 



Encoder Settings.. 



Save Encoded Output 

| | Save a copy of the encoded stream audio 
Note: Extension is updated on encoder change 



ADTS-AAC Encoder Options 



Profile: Automatic 



Smallest Size 
Output Information 
MPEG -4 HE -AAC v 2 

Constant Bitrate, target bitrate: 24 kbps 

HE-AAC encoding licensed by 
Fraunhofer IIS 
Version 03.02. 16 



24 kbps 



Help 



s^i Fraunhofer 

HE-AAC 




Anda sebaiknya menggunakan bitrate 24kbps pada encoder setting 



TITLE 




File Play Options 



Surwnary | Output [input | About | 
Output 



Output 2 
Output 3 
Outputs 
Output 5 



Status 

Not Connected 



| | Auto Connect 




| Login | Directory | Encoder | Titles | Artwork | Logs 



Titie Update Configuration 

O Disable title updates 

O Follow Winamp's titie updates 

[Vj Send next track titie to the server (if available) 
Manual titie updates 



Now | Live. .Dauroh Bangka. ,Ber5ar| 
Next 



Send 
Update 



Help 
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Silahkan mengisi title dauroh yang sedang berlangsung dengan mengklik send update 



INPUT SUARA (AUDIO) 



Pada Tab Input, jika input audio dari audio yang sedang di putar di winamp pilih "WINAMP" 
dan jika input dari mic maka input devicenya diganti dengan memilih selain dari winamp 



P Null soft S H OUTcast Sou rce 



File Play Options 




Summar y | Output | Input | About | 
Input Configuration 
Input Device 



Winamp (Recommended) v 
Winamp (Recommended) 



Input Levels 
(Current / Peak) 
-inf dE -inf dE 
(-inf dE) (Hnf dE) 



0 dE 




-22 dE 




-45 dE 




-67 dE 




Hnf dE 





Metadata (Double -dick to explore item folder) 



Filepath 


E:\4. Manhaj\Tausyiah2-Al Ustadz A... 




Titie 


Tausyiah2-Al Ustadz Abu Nasim Muk. . . 




Artist 


<emtpy> 




Album 


<emtpy> 




Genre 


<emtpy> 




Year 


<emtpy> 


V 



| Help 



Playing Artwork 




Untuk DSP vl.9, ada beberap tab yang berbeda dari dsp versi 2.3.3 



Main Output Encoder Input 
Output 



Output i 



Output 2 
Output 3 
Output 4 
0utput5 



Status 
Not Connected 



□ 



Connect at 
StartuD 



Connect 



| Connection Yelowpages 



Output Configuration 
Address 



Station ID 



|l19.1iaB7G2 




Port 


Password 






Encoder 


7310 




III III II II 




1 





0 Automatic Reconnection on Connection Failure 
Reconnection Timeout 5 Seconds 



Pada menu connection pada Tab output silahkan mengisi address, port dan password dari 
radio streaming anda (lihat contoh pada dsp v2.3.3 di atas) 



Menu Yellowpage pada Tab output: 
^Description ditulis dengan nama radio 

->Url: nama web radio anda, contoh = http://salafysorowako.com 
->Genre: Islamic 



SMOUTcasf Source 



Main \ Output Encode* | Input 



Output 



O utput 2 
O utput 3 
O utput 4 
Output 5 



Status 

Not Connected 



□ 



Connect at 



Connection 



Startu p 



Connect 



Yellow Pages Configuration 
r^l Make this server puWic (Recommended) 
Desc ription 



Radio Salafy Sorowako 



URL 






Genre 






http ://ash -sh o rowa ky 


.net Islam 


AIM 


ICQ 






IRC 






0 




ftsnoutcast 



Track TitleAJRL 
E Enable Title Updates 

Title [Live] Dauroh Bangka...AI U&tid^uto.. 
URL 0Auto 



Klik Tab Encoder, seperti gambar di bawah: (standar gunakan encoder type mp3) 



V SHOUTcast Source 



Main Output Encoder | npU fr 



Encoder Configuration 
Encoder 



1 Encoder 1 I 


Encoder Type 


Encoder 2 
Encoder 2 
Encoder 4 


MP3 Encoder 




Encoder Settings 


Encoder 5 

I 


24kbps, 22.050kHz, Mono 





Jika type encoder AAC akan muncul seperti di bawah ini 



V SHOUTeast Source 


X 


Main Output 


Encodef 


Input 



Encodei Configuration 
Encoder 



I Encoder 1 I 


Encoder T^pe 


Encodei 2 


MC+ Encoder 





Encoder 4 
Encoder 5 



Current bitrate; 48kbps 
Encoder Settings 



Setingan di atas bitratenya 48 kbps... kita kecilkan aja ya biar ga putus2 kalau pendengarnya 
pakai gprs... 

Cara setting bitrate dengan mengklik tombol "Encoder Settings" di sebelah bawah tulisan 
"Current bitrate : 48 kbps". Maka akan muncul seperti di bawah ini : 

aacPhjs Encoder Options 

faacPlusj 

Foimal 

0 aacPlus vl O aacFlus v2 
Bitrate: 24 kbps fv] 



Options: 



aacPlus encodtig copyright 1 398-3005 by Cotf ng Tecnnologies. 
Al! rights reserved. 

Pada Format pilih : aacplus vl karena lebih ringan dibanding versi 2. 

Buka tab Input, pada Input Device, pilih winamp apabila anda menginginkan suara yang keluar 
hanya berasal dari winamp saja atau pilih Souncard input apabila anda ingin menambahkan mic 
untuk suara yang keluar! 



Pada contoh ini saya berikan inputnya dari "Sound Card" 



SHOUTcast Source 



Main Output Encoder Input 



Input Configuration 
Input Device 



Soundcafd Input 



Input Levels 
I dE -31 dB 



Input Settings 



44100Hz. Stereo 
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■22 dB 






■45 dB 
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Soundtard Mi«er 

Mic Input 

O Microphone 

® Line Input 

Music Level: 
BG Music Lewd: 
S^ ic Level: 
Fade Time: 



□ pen Miwef 



■1 dB 



-11 dB 



■ i i 
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-I dE 
2C0Oms 



Push to Talk 



Lock 



5. Selesai 



